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Punto rugiada (a 7 bar) - Press. dewpoint (7 bar) : -20 / -40 °C (regolabile - adjustable). According to ISO 8573-1/01.

Alimentazione - Power supply : 230-1-50 V/Ph/Hz - 50W  Temp. nom. aria ingresso - Nom. inlet air temp. : 35 °C  Ciclo

Pressione max di esercizio - Max working pressure : 10 bar

lavoro/purga - Work / purge cycle : 5 / 5 min/min. Consumo aria di purga - Regen. air cons. : 7 / 15 % Nom F.R

Protezione elettrica - Electrical protection : IP42
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Per caratteristiche diverse dallo standard contattare il nostro ufficio tecnico. - For special requirements please contact our technical department.
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MODELLO *PORTATA DIMENSIONI [mm] CONN. PESO

MODEL *FLOW-RATE DIMENSIONS [mm] CONN. WEIGHT

[l/min] [m3/h] [SCFM] A B C H1 H2 BSP [Kg]

HL S012 120 7 4 530 170 70 - 515 1/4" 5.6

HL R012 120 7 4 585 175 105 - 510 1/4" 6.1

HL 0030 300 18 11 575 218 100 12 560 3/8” 10.5

HL 0040 667 40 23 1165 400 320 280 1020 1/2" 47

HL 0080 1333 80 47 1585 430 360 290 1430 1/2" 83

HL 0120 2000 120 71 1630 485 460 350 1450 1” 130

HL 0160 2667 160 94 1350 550 500 350 1150 1” 160

HL 0200 3333 200 118 1650 550 500 350 1450 1” 200

HL 0400 6667 400 235 2160 825 530 240 2130 11/2” 325

HL 0300 4815 290 170 2150 550 500 350 1950 1” 260

HL 0480 8000 480 283 2380 795 550 240 2350 11/2” 465

HL 0750 12500 750 441 2117 970 620 210 2080 2” 630

HL 0900 15000 900 530 2305 970 620 210 2270 2” 700

HL 1200 20000 1200 706 2475 1220 710 225 2440 21/2” 918

HL 1500 25000 1500 883 2790 1220 710 216 2740 21/2” 1100

HL 1800 30000 1800 1060 2465 1370 853 230 2315 21/2” 1250

CARATTERISTICHE TECNICHE - TECHNICAL FEATURES

The art of treating compressed air

ESSICCATORI AD ADSORBIMENTO SERIE HL

ADSORPTION AIR DRYERS HL SERIE








